
Èorm3160-3 SUBMIT IN LICATE*
FORM APPROVEDQuly1992) (Other instructions on OMB NO. 1004-0136UNITED STATES reverse side) Expires: February 28,1995DEPARTMENT OF THE INTERIOR o. ......o.8IGNATION AND SERIAL N

BUREAU OF LAND MANAGEMENT 14-70-H67_4736
APPLICATION FOR PERMIT TO DRILLOR DEEPEN 0. IF INDIAN, ALLOTTEROBTR

18. TYPE OF WORK

DRILL DEEPENO 7. UNIT AGREEMENT NAM

b. Trra or wmLL

ELLL VASLL
OTHER

SINNOLE MEOUNETH•LE

2. NAME OF OPERATOR UTE TRIBAL
PETROGLYPH OPERATING CO., INC. Û. AM NO

a. ADDMESANDREMONBNO.

P.O. BOX 607, ROOSEVELT, UTAH 84066 20. FIEI,D AND POOL, OR WILDCAT

e or noor war,L (Report location clearly and in accordance with any State requirements') ANTELOPE CREEK
19SÔ' FSL & 1980 ' FWL NE 5°Ø/ 11. CD

8 R I ÒR ABE
At proposed prod. zone Í Z

SEC. 33, T4S,R3W
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST T I 12. COUNTY OR PARISH 13. STATE

16.2 MILES SOUTHWEST OF MYTON, UTAH DUCHESNE UTAH
10. DISTANCE FROM PROPOSED* 16. NO. OF ACBES IN LEASE 17. NO. OF ACBES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
ÏZo"t'o'n°e"RTL L Tú...irany,1980'+. 617.20 80

18. DISTANCE FROM PROPOSED GCAÑON* 19. PROPOSED DEPTH 20. noTART or CABLE TooLa
TO NEAREST WELL, DRILLING, COMPLETED,
on arruED FOR, ON THIS LEASE, FT. 6306 ' ROTARY

2Î. ELEVATIoNs (Show whether DF, RT, GR. etc.) 22. APPROI. DATE WORK WILL START*

5863.0' GRADED GROUND OCTOBER 1997
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRADRSI2EOFCASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

17 1/4" A 5/8" 24.0# 250' 135 sX class "G" + 2% CaC12
7 7/8" 5 1/2" __15.5# 6306' + 1/4 #/sx cel.loflake.

50/50 POZMIX + 2% GEL + 10%
SALT TO 400 ' ABOVE ALL ZONES
OF INTEREST (+10% EXCESS).
LIGHT CEMENT (11 PPG_+) +
LCM TO 200 ' ABOVE OIL SHALE
OR FRESH WATER INTERVALS
(+5% EXCESS) .

PETROGLYPH OPERATING COMPANY, INC. WILL BE THE DESIGNATED
OPERATOR OF THE SUBJECT WELL UNDER BOND #4556.

pc: Utah Division of Oil, Gas, and Mining
Bureau of Indian Affairs, Fort Duchesne, Utah

CONFIDENTIAL
DIVOF0 MIN ABOVESPACE DESCRIBE PR SED PROGRAM: If propmal is to deepen, give data on present productive zone and [ p rert new produenve zone I propos 1 or

deepen directionally, give incot d on subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

SIGNED TITI.E AGENT FOR PETROGLYPH . oars

(This space for Federal or State odice use)

PER3IIT Y 3 - O 7 -3 /9 6 7 APPROVAL DATM

Application approval does not warrant or certify that the applicant holds Icgal or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon

PNRDITIODN N

TTILE 40 DC / DATE .
*See InstructionsOn ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of



PETROGLYPH OPERATING CO., INC.
T4S R3W U.S.B.&M Well Location, UTE TRIBAL #33-11, located' as shown in the NW 1/4 SE 1/4 of Section

33, T4S, R3W, U.S.B.&M. Duchesne County,
es. or ston., Utah.see•55'w

- 80.50 (c.Lo.) 5/#'"*'
BASIS OF ELEVATION

SPOT ELEVATIONAT THE SOUTHWESTCORNER OF SECTION
33, T4S, R3W, U.S.B.&M. TAKEN FROM THE DUCHESNE SE
QUADRANGLE,UTAH, DUCHESNE COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE UNITED
STATES DEPARTMENT OF THE INTERIOR, GEOLOGICAL
SUERVEY,SAID ELEVATIONIS MARKEDAS BEING 5838

NO7E•
BAS/S OF BEAR/NGS /S 7HE
EAST LINE 0E 7HE NE 1/4

NOF SECT/0N 5, TSS, RJH(
U.S.B.au. WH/CH/S ASSUMED o
FROM G.L.O. INEORMAT/0N TO

Poe of Stones, BEAR NO°02'E
Set VB Rú«

PWe of Stones,

- Oto o

p U1F 7RIBAL/JJ-11
E/ev. Ungraded Ground - 5864' sc A LE

CERTI
THis is To CERT1FYTHAT TH PLAT WAS PRE OM
FIELD NOTES OF ACTUALSU M EB g.IIN $1Y

--- SUPERVISION AND THAT THE .ARES Ñbá0RREDT 0 THE
BEST OF MY KNOWLEDGEANG ËF EST L.

Lot 4 Lot J Lot 2 Lot 1
Revised: 9-11-97 C.B.T. ·l ND

UINNH ENGINEERING & LAND VEYING
- - - - - - - - - - - - N89°54'41"E

- SJOS. J5' (Meas.) - - - - - - - -' t'st 'n 85 SOUTH 200 EAST - VERNAL, UTAH 84078
sesss'rs « LEGEND: (801) 789-1017J79.46'

SCALE DATE SURVEYED: DATE DRAWN:=
90° SYMBOL

1" = 1000' 7-15-97 7-17-97
= PROPOSED WELL HEAD. PARTY REFERENCES

D.A. K.H. C.B.T· G.L.O. PLATm = SECTION CORNERS LOCATEDá = Section Corners Re-established Mathematically. WEATHER BLE
OAP. = ANGLE POINT (Not Set on Ground) HOT PETROGLYPH OPERATING CO.,
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Petroglyph Operating Co., Inc.
P.O. Box 1839

Hutchinson, KS 67504-1839

October 3, 1997

Utah Division of Oil, Gas, & Mining
ECEHÏË

1594 West North Temple QCT14 1997
Box 145801 '

Salt Lake City, UT 84114-5801
DIV.OFOIL,GAS&MINING

RE: APPLICATION FOR PERMIT TO DRILL
UTE TRIBAL #33-11-D3
NW/SE, SEC. 33, T4S, R3W
DUCHESNE COUNTY, UTAH
LEASE NO. 14-20-H62-4736
SURFACE OWNER: Elmer R. and

Arwella P. Moon

Enclosed please find a copy of the Application for Permit to Drill and associated
attachments for the referenced well.

Please address further communication regarding this matter (including approval) to:
Ed Trotter
P.O. Box 1910
Vernal, UT 84078
Phone # (801) 789-4120
Fax # (801) 789-1420

Since ely,

/ Ed Trotter
Agent
Petroglyph Operating Co., Inc.

Attachments
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EIGHT POINT PLAN

UTE TRIBAL #33-11-D3
NW/SE, SEC. 33, T4S R3W

DUCHESNE COUNTY, UTAH

1. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

FORMATIONS DEPTH SUBSEA

Mahogany Shale 2933 2865
"X" Marker 4641 1157
Douglas Creek 4783 1015
"B" Limestone 5189 609
B/Castle Peak Limestone 5778 20
Basal Carbonate Limestone 6196 -398

Total Depth 6306 -508

Anticipated BHP 2000 psi

2. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS FORMATIONS:

Substance Formation Depth Subsea
Oil/Gas Douglas Creek 4783 1015
Oil/Gas B/Castle Peak 5778 20
Other mineral zones N/A

3. PRESSURE CONTROL EQUIPMENT : BOP Schematic Diagram attached.

4. CASING PROGRAM :

MINIMUMSAFETY FACTOR
HOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE COLLAPSE BURST TENSILE

12 1/4 O' - 250' 250' 8 5/8 24.0 # J-55 1370 PSI 2950 PSI 263,000#
7 7/8 O' - 6306' 6306' 5 1/2 15.5 # M-50 3650 PSI 4550 PSI 186,000#

All casing will be new or inspected.



EIGHT POINT PLAN

UTE TRIBAL #33-11-D3
NW/SE, SEC. 33, T4S R3W

DUCHESNE COUNTY, UTAH

5. MUD PROGRAM

INTERVAL MUD TYPE
O' - 250' Air

250' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KCL water or KCL substitute

TD Gel/polyacrylamide polymer w/5-10% LCM

Sufficient mud inventory will be maintained on location during drilling to handle any adverse
conditions that may arise.

6. VARIANCE REQUESTS:

A. Petroglyph Operating Co., Inc. requests a variance to regulations requiring a straight run
blooie line.

B. Petroglyph Operating Co., Inc. requests a variance to regulations requiring an automatic
ignitor or continuous pilot light on the blooie line.

7. EVALUATION PROGRAM:

Logs: Mud Logging T.D. to base of surface csg.
Compensated Density-Compensated Neutron Log T.D. to base of surface csg.
Dual Laterolog - Micro-SFL T.D. to base of surface csg.
Numar (Magnetic Resonance Imaging Log) @ Geologists discretion

Cores: None Programmed
DST: None Programmed

Completion: To be submitted at a later date.

8. ABNORMAL CONDITIONS:

None anticipated.
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EIGHT POINT PLAN

UTE TRIBAL #33-11-D3
NW/SE. SEC. 33, T4S R3W

DUCHESNE COUNTY, UTAH

9. STANDARD REQUIRED EOUIPMENT:

A. Choke Manifold
B. Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

10. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000
pounds will be used, produced, stored, transported, or disposed of annually in associaton with the
drilling of this well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities, will be used, produced, stored, transported, or disposed of in associaton
with the drilling of this well.

(Attachment: BOP Schematic Diagram)



2000 PSIG DIAGRAM

BOTHRAMS ARE 2000 PSIGRATED.
CASINGFLANGE IS 9" 2000 PSIG RATED.
BOPE9" 2000 PSIG

TESTINGPROCEDURE:
1. BOPE 's will be tested with a professional tester to conform to

OnshoreOrder#2 with retest every 14 days.
2. Blind & Pipe rams will be tested to rated working pressure, 2000 psig
3. Casing will be tested to 0.22 psi/ft or 1500 psig. Not to exceed 70%

of burst strength, whichever is greater.
4. All lines subject to well pressure will be pressure tested to the same ROTATIN

pressure as blind & pipe ramS. HEAD I FT,nw T.TNF
5. All BOPE specifications and configurations will meet Onshore Order #2

requirements for 2000 psig BOPE specifications.

I I
PIPE R

CHOKE MANIFOLD
2" MIN ADJUSTABLE CHOKE I #

TO MUD/GAS SEPARATOR BLIND R S
OR PIT A 3" MINIMUM RATED TO 2000

PSIG * 2" L LINE

BLEED LINE TO PIT " DIAMETER

2" MIN CASING

SPOOL 9" 2000 PSIG LANGE

TO MUD/GAS SEPARATOR ADJUSTABLE CHOKE
OR
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CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

Company/Operator: Petroglyph Operating Company
Well Name & Number: UTE TRIBAL #33-1l-D3
Lease Number: 14-20-H62-4736
Tocation: 1980' FSL & 1980' FWL,NW/SE, See, 33, T4S, R3W

U.S.B.&M., Duchesne County, Utah
Surface Ownership: Elmer R, andArwella P. Moon

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the
well.

Casing String and
Cementing - twenty-four (24) hours prior to running casing and

cementing all casing strings.

BOP and related
Equipment Tests - twenty-four (24) hours prior to running casing and

tests.

First Production
Notice - within five (5) business days after new well begins

or production resumes after well has beenoff
production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice To Drill and Surface Use Program.
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THIRTEEN POINT SURFACE USE PROGRAM

l. EXISTING ROADS

A. See attached Wellsite Plats showing directional reference stakes on
location, and attached TOPO Map "B" showing access to location from
existing roads.

B. The proposed well site is located approximately 16.2 miles southwest of
Myton, Utah - See attached TOPO Map "A".

C. Refer to attached Topographic Map "A" showing labeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off
lease Right-of-Way will be required.

2. PLANNED ACCESS ROAD

A. The access road will be approximately 0.2 miles in length.
See attached TOPO Map "B"

B. The access road has a 30 foot ROW w/18 foot running surface.

C. Maximum grade on access road will be 8%

D. No turnouts will be required.

E. Road drainage crossings shall be of the typical dry creek drainage
crossing type.

F. No culverts, bridges or major cuts & fills will be required.

G. The access road will be dirt surface.

H. No gates, cattleguards or fences will be required or encountered.

New or reconstructed roads will be centerlined - flagged at time of
location staking.

The road shall be upgraded to meet the standards of the anticipated

traffic flow and all-weather road requirements. Upgrading shall

include ditching, drainage, graveling, crowning, and capping the
roadbed as necessary to provide a well-constructed safe road.

Prior to upgrading, the road shall be cleared of any snow cover and

allowed to dry completely. Traveling off the 30 foot Right-of- Way
will not be allowed.
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Road drainage crossings shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossings nor
shall the drainages be blocked by the roadbed. Erosion of drainage
ditches by run off water shall be prevented by diverting water off at
frequent intervals by means of cutouts. Upgrading shall not be
allowed during muddy conditions. Should mud holes develop, they
shall be filled in and detours around them avoided.

As operator, Petroglyph Operating Company shall be responsible for all
maintenance on cattleguards, or gates associated with this oil and/or
gas operation.

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
PROPOSED WELL LOCATION

A. Water wells - None
B. Abandoned wells - None
C. Temporarily abandoned wells - None.
D. Disposal wells - None.
E. Drilling wells - None.
F. Producing wells -

14*

G. Shut in wells - None
H. Injection wells - None

(*See attached TOPO map "C" for location)

4. LOCATION OF EXISTINGAND/OR PROPOSED FACILITIES

A. ON WELLPAD

1. Tank batteries - None

2. Production facilities - None

3. Oil gathering lines - None

4. Gas gathering lines- None

5. Injection lines -



O O

6. Disposal lines - None
7. Surface pits - None

B. OFFWELLPAD
1. A 4 1/2" OD steel above ground production pipeline will be

laid approximately 1180' from proposed location to a point in
the NW/SE of Section 33, T4S, R3W, where it will tie into
Petroglyph Operating Co., Inc.'s existing pipeline. Proposed
pipeline crosses privately owned surface, thus a
Right-of-Way grant will be required.

2. Proposed pipeline will be a 4 1/2" OD steel,
welded line laid on the surface.

3. Protective measures and devices for livestock and wildlife
will be taken and/or installed where required.
If storage facilities/tank batteries are constructed on this
lease, the facility/battery or the well pad shall be
surrounded by a containment dike of sufficient capacity to
contain, at a minimum, the entire contents of the largest
tank within the facility/battery.
The production facilities will be placed on the East
side of the location.

5. LOCATION & TYPE OF WATER SUPPLY
A. Water supply will be from Target Trucking's Roosevelt Brine Storage and/or Target's

water source in SE 1/4, Sec. 1, T 4S, R 5W Duchesne County, Utah (State water right
#43-10152). All water will come from a non-depletable source.

B. Water will be hauled by Target Trucking.
C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All construction material for this location and access road will be
of native borrow and soil accumulated during the construction of
location.

B. All construction material will come from Private Land.
C. No mineral materials will be
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7. METHODS OF HANDLING WASTEDISPOSAL

A. METHODS AND LOCATION
1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during

the drilling and completion of the well. Disposal will be
at the Roosevelt sewage disposal plant.

3. Burning will not be allowed. Trash and other waste material
will be contained in a wire mesh cage and disposed of at an
approved waste disposal facility.

4. Produced waste water will be confined to a lined pit or
storage tank for a period not to exceed 90 days after
initial production. During the 90 day period, an
application for approval of a permanent disposal method and
location, together with the required water analysis, will be
submitted for the AO's approval.

5. All chemicals will be disposed of at an authorized disposal
site. Drip pans and absorbent pads will be used on drilling
rig to avoid leakage of oil to pit.

B. Water from drilling fluids and recovered during testing operations
will be disposed of by either evaporating in reserve pit or be
removed and disposed of at an authorized disposal site.
Introduction of well bore hydrocarbons to reserve pit will be
avoided by flaring them off in flare pit at time of recovery.

Burning of trash will not be allowed. All trash must be contained in a
trash cage and hauled away to an approved disposal site at the
completion of the drilling activities.

On Privately owned surface ;

The reserve pit will be constructed so as not to leak, break, or
allow
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After first production, produced waste water will be confined to
a lined pit or storage tank for a period not to exceed ninety (90) days.
During the 90 day period, in accordance with Onshore Order No.7,
an application for approval of a permanent disposal method and location,
along with required water analysis, shall be submitted for the AO's approval.
Failure to file an application within the time allowed will be considered an
incident of noncompliance.

8. ANCILLARYFACILITIES
A. No airstrips or camps are planned for this well.

9. WELL SITE LAYOUT
A. Refer to attached well site plat for related topography cuts and

fills & cross sections.
B. Refer to attached well site plat for rig layout and soil material

stockpile location as approved on On-site.

C. Refer to attached well site plat for rig orientation parking areas,
and access road.

The reserve pit will be located on the West side of the location.
The flare pit will be located downwind of the prevailing wind
direction on the West side of the location, a minimum of 100 feet from
the well head and 30 feet from the reserve pit fence.
The stockpiled topsoil will be stored on the East side.

Access to the well pad will be from the Southeast.

N/A Diversion ditch(es) shall be constructed on the
side of the location (above/below) the cut slope, draining to
the
N/A Soil compacted earthen berm(s) shall be placed on the
side(s) of the location between the
N/A The drainage(s) shall be diverted around the sides of the well pad location.
N/A The reserve pit and/or pad locations shall be constructed long and
narrow for topographic reasons
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N/A Corner No. will be rounded off to minimize excavation.

FENCING REQUIREMENTS

All pits will be fenced according to the following minimum standards:

A. 39 inch net wire shall be used with at least one strand of barbed
wire on top of the net wire. (barbed wire is not necessary if pipe
or some type of reinforcement rod is attached to the top of the

entire fence).
B. Standard steel, wood, or pipe posts shall be used between the corner

braces. Maximum distance between any two posts shall be no greater
than 16'.

C. All wire shall be stretched by using a stretching device before it is
attached to the corner posts.

The reserve pit fencing will be on the three sides during drilling
operations and on the fourth side when the rig moves off the location.
Pits will be fenced and maintained until clean-up.
Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire. The
opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BLM or SMA specifications.

10. PLANS FOR RESTORATION OF SURFACE

A. PRODUCING LOCATION
Immediately upon well completion, the location and surrounding area
will be cleared of all unused tubing, equipment, debris, materials,
trash, and junk not required for production.
Immediately upon well completion, any hydrocarbons on the pit shall
be removed in accordance with CFR 3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.
The reserve pit and that portion of the location not needed for
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production facilities/operations will be recontoured to the
approximate natural contours.

B. DRY HOLE/ABANDONED LOCATION
At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment.

11. SURFACE OWNERSHIP

Access road: Private
Location: Private

12. Additional Surface Stipulations
N/A No construction or drilling activities shall be conducted between

and because of

N/A No surface occupancy will be allowed within 1,000 feet of any sage
grouse strutting ground.
N/A No construction or exploration activities are permitted within 1.5
mile radius of sage grouse strutting grounds from April 1 to June 30.
N/A There shall be no surface disturbance within 600 feet of live water
(includes stock tanks, springs, and guzzlers).
N/A No cottonwood trees will be removed or damaged.
N/A Pond will be constructed according to BLM specifications
approximately ft. of the location, as flagged on onsite.

LESSEE'S OR OPERATOR'S REPRESENTATIVE ANDCERTIFICATION
PERMITTING OPERATIONS
Ed Trotter Vince Guinn
P.O. Box 1910 P.O. Box 607
Vernal UT 84078 Roosevelt, UT 84066
Telephone # (801)789-4120 (801) 722-2531

Fax # (801) 789-1420 Fax # (801) 722-9145

All lease/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and
Gas Orders, the approval plan of operations, and any applicable Notice to
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Lessees. Petroglyph Operating Company is fully responsible for the actions of
their subcontractors. A copy of these conditions will be furnished to the
field representative to insure compliance.
A copy of the approved APD and ROW grant, if applicable, shall be on
location during construction of the location and drilling activities.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drillsite and access route; that I am familiar with the conditions which presently exist; that the
statements made in the Plan are to the best of my knowledge, true and correct; and that the work
associated with the operations proposed herein will be performed by Petroglyph Operating
Company and its contractors and sub-contractors in conformity with this Plan and the terms and
conditions under which it is approved.

Date Ed Trotter-A nt-
Petroglyph perating
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PETROGLYPH OPERATING CO., INC. un

x-section TYPICAL CROSS SECTIONS FOR Up

11 scale UTE TRIBAL #33-11-D3
SECTION 33, T4S, R3W, U.S.B.&M.1 = 50' ' 1980' FSL 1980' FEL

DATE: 7-17--97
Drawn By: C.B.T.
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APPROXIMATEYARDAGES EXCESS MATERIALAFTER
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FILL = 2,190 CU.YDS. UINTAH ENGINEERING & LAND SURVEYING
so so. Roo rest • vemas, vtar a407s • (801)



LEGEND: PETROGLYPH OPERATING CO., INC.
O PROPOSED LOCATION N UTE TRIBAL #33-11-D3

SECTION 33, T4S, R3W, U.S.B.&M.
1980' FSL 1980' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I J JJ 9785 South 2OO East Vernal, IJtah 84078 M A P DAY YEAR(801) 789-1017 * FAX (801) 789-1813
Emau: ucis( casilink.com SCALE:1: 100,000DRAWNBY:J.LG. REVISED:
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LEGEND: PETROGLYPH OPERATING CO., INC.
- - - - - - - - - -- PROPOSED ACCESS ROAD N UTE TRIBAL #33-11-D3

EXISTING ROAD SECTION 33, T4S, R3W, U.S.B.&M.
1980' FSL 1980' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I J JJ 9785 South 2OO East Vernal, IJtah 84O'78 as a n
(801) 789-1017 * FAX (801) 789-1813 IVI A Y MONTH DAY YFAR

Eman: uc1s@casilink.com SCALE:l" = 2000' DRAWNBY:J.L.G. REVISED:00-00-00
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LEGEND: PETROGLYPH OPERATING CO., INC.
p' DISPOSAL WELLS WATER WELLS N UTE TRIBAL #33-11-D3

PRODUCING WELLS ABANDONED WELLs SECTION 33, T4S, R3W, U.S.B.&M.
SHUT IN WELLS -g- TEMPORARILY ABANDONED 1980' FSL 1980' FWL

- Uintah Engineering & Land Surveying OPOGR A PH I C g 11 9785 South 2OO East Vernal, IJtah 84078 M A P DAY YEAR(801) 789-1017 * FAX (801) 789-1813
Email: uc1s@casilink.com SCALE:1"= 2000' DRAWNBY:J.L.G. REVISED:



R

PROPOSE LO A N
UTE TRIBAL #33-ll-D3

APPROXIMATE TOTAL CORRIDOR DISTANCE = 1180' +/-

LEGEND: PETROGLYPH OPERATING CO., INC.
- - -- - EXISTING PIPELINE N UTE TRIBAL #33-11-D3
- - - - - - PROPOSEDPIPELINE SECTION 33, T4S, R3W, U.S.B.&M.

PROPOSED ACCEss 1980' FSL 1980' FWL

Uintah Engineering & Land Surveying TOPOGR A PH I C g 11 9785 South 200 East Vernal, IJtah 84O'78 M A P Monra na vm(801) 789-1017 * FAX (801) 789-1813
Email: ucIs(Ocasilinic.com SCALE:l" = 1000' DRAWNBY:J.L.G. REVISED:
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/14/97 API NO. ASSIGNED: 43-013-31957

WELL NAME: UTE TRIBAL 33-11-D3

OPERATOR: PETROGLYPH OPERATING (N3800)

se sw
PROPOSED LOCATION: INSPECT LOCATION BY: / /

33 - TO4S - RO3W
SURFACE: 1980-FSL-1980-FWL TECH REVIEW Initials Date
BOTTOM: 1980-FSL-1980-FWL
DUCHESNE COUNTY Engineering
UNDESIGNATED FIELD (002)

Geology
LEASE TYPE: IND
LEASE NUMBER: 14-20-H62-4736 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat
___

R649-2-3. Unit:
Bond: Federal[ State[] Fee[]

(Number ;¡ççú ) R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number // /wg,z ) Drilling Unit .

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:



O O
OPERATOR: PETROGLYPH OPERATING (N3800)

FIELD: UNDESIGNATED (002)

SEC. TWP, RNG:33 & 34, T4S, R3W

DIVISION OF OIL GAS & MINlNG COUNTY: DUCHESNE UAC:R649-2-3 & R649-3-3

GRRV

GRRV GRRV

XXXXK XXXXK

UT34-3-D3
UT344-D3

UT33 8-D3 UT34-5-D3 UT34-6-D3
UT 33-7-D3

UT33-11-D3 UT 33 10-D3 UT33-9-D3 UT34-11-D3
UT34-12-D3

UT34-11D3
UT 33-14-D3 UT33 15-D3 O

UT 33-13-D3 UT 33-16-D3

w

ANTELOPE CREEK

, GRRV

DATE PREPARED:



Pt State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt Box 145801Governor
Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

October 27, 1997

Petroglyph Operating Company, Inc.
P.O. Box 607
Roosevelt, Utah 84066

Re: Ute Tribal 33-11-D3 Well, 1980' FSL, 1980' FWL, NE SW,
Sec. 33, T. 4 S., R. 3 W., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31957.

Sincerely,

J hn R. Baza
ssociate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office
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Operator: Petroglych Overating Company, Inc.

Well Name & Number: Ute Tribal 33-11-D3

API Number: 43-013-31957

Lease: 14-20-H62-4736

Location: NE SW Sec. 33 T. 4 S. R. 3 W.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Motify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jim
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact John R. Baza (801)538-5334.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices,and
Reports on Wells requesting approval of change of plans or
other operational



Foun 3160-3 SUBMIT IN ATE• FORM APPROVED
gfy 1992) (Other instructions on OMB NO. 1004-0136UNITED STATES reverse side) Expires: February 28, 1995

DEPARTMENT OF THE INTERIOR o. ,,......BIGNATION A

BUREAU OF LAND MANAGEMENT 14-70-Hfi';_4736
APPLICATION FOR PERMIT TO DRILL OR DEEPEN "'" ""'^"'°""°"

1a. TYPE or woxK

DRILL El DEEPENO 7. UNIT AGREEMENT NAMS

L. TTrz or war,r,

W LL
0ABLL

OTHER
inNNELE MEOUNLTH'LE 6. mm-NAMRWEILNO

2. NAME OF OPERATOn UTE TRIBAL
PETROGLYPH OPERATING CO., INC. LE Û. ANWB .NO.

a. ADDREM AND WUWHONE NO.

P.O. BOX 607, ROOSEVELT, UTAH 84066 io. rr=r.o man voor.. on war.aca,

CATILONœOFWELL (Report location clearly and in accordance with any State requirements.•) ANTELOPE CREEK
198 0 ' FSL & 198 0 ' FWL WW†ST 11. c..r., s... ona".'a'

At proposed prod. zone Ñ$ $ O
SEC. 33, T4S,R3W

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OE POST OFFICE* 12. COUNTT OR PARISH 13. BTATE

16.2 MILES SOUTHWEST OF MYTON, UTAH DUCHESNE UTAH
1ð. DISTANCE 780M PROPOSED* 16. No. oF ACBES IN LEAss 17. NO. OF ACRES ABBIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT 1980 '+ 80(Also to nearest drig. unit line. If any,

_

617. 20
18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. noTÄnfon CABLE TooLa

¯
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPI.IED TOR, ON TES IÆABE. rr· 6306 ' ROTARY

21. EIÆVATIONs (Show whether DF, RT, GR, etc.) 22. APPaox. DATE woaK WILL staar•

5863.0' GRADED GROUND OCTOBER 1997
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF HOLE GRADB,Sl2BOFCASING WEIGHT PER FOOT , SETTING DEPTH UANTITT OF CEMENT

17 1/4" A 5/8" 24.04_. 250' 135 FX class "G" + 2% 08012
7 7/8" 5 1/2" 15.54. 6306' + 1/4 #/sz celloflake.

50/50 POZMIX + 2% GEL + 10%
SALT TO 400 ' ABOVE ALL ZONES
OF INTEREST (+10% EXCESS).

: > LIGHT CEMENT (11 PPG +) +
LCM TO 200 ' ABOVE OIL SHALE
OR FRESH WATER INTERVALS
(+5% EXCESS) .

PETROGLYPH OPERATING COMPÅNY iNC. WILL BE THE DESIGNATED
OPERATOR OF THE SUBJECT WELL UNDER BOND #4556.

pc: Utah Division of Oil, Gas, and Mining
Bureau of Indian Affairs, Fort Duchesne, Utah

CONDITIONSOFAPPROVALATTACHED
IN ABOVE SPACE DESCRIBB PR SED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or
deepen directionally, give inent on subsurface locations and measund and true vertical depths. Give blowout pmventer program, if any.

are.sen om..AGENT FOR PETROGLYPII . nars

(This space for Federal or State gf!Lee.cae) O

PERMIT No errunvit nivr -----

Application approval does not wanant or certify that the appliant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon

PNDFTIFD

DATE

*See InstructionsOn ReverseSide
Title 18 U.S.C Section 1001, makes it a crime for any person knowingly and willfully to make to any department or avenev of



COAs Page 1 of 8
Well No.: Ute Tribal 33-11-D3

CONDITIONSOF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Petroqlyph Operatinq Company Inc.

Well Name & Number: Ute Tribal 33-11-D3

API Number: 43-013-31957

Lease Number: 14-20-H62-4736

Location: NESW Sec. 33 T.4S R. 3W

For more specific details on notificationrequirements, please check the Conditions of Approval
for Notice to Drill and Surface Use
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Well No.: Ute Tribal 33-11-D3

CONDITIONSOF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the-appropriate Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report U water shows and water-bearing sands to Tim Ingwell of this officeprior to
setting the next casing string or requesting plugging orders. Faxed copies of
State of Utah form OGC-8-X are acceptable. Ifnoticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

Allusable water and prospectively valuable minerals(as described by BLMat onsite)
encountered during drilling,willbe recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling,the special drilling requirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drillingshall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.

3. Casinq Proqram and AuxiliaryEquipment

Surface casing shall have centralizers on the bottom three joints,with a minimum of
one centralizer per
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Well No.: Ute Tribal 33-11-D3

As a minimum, the usable water shall be isolated and/or protected by having a cement
top for the production casing at least 200 ft. above the base of the usable water zone,
identified at 378 ft. or by setting surface casing to 430 ft. and having a cement top for
the production casing at least 200 ft. above shallowest potential productive zone. If
gilsonite is encountered while drilling,it shall be isolated and/or protected via the
cementingprogram.

4. Mud Program and Circulatinq Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste willnot be used in drilling, testing,
or completion operations.

No chromate additives willbe used in the mud system on Federal and Indian lands
without prior BLMapproval to ensure adequate protection of fresh water aquifers.

5. Corinq, Loqqinq and Testinq Proqram

Dailydrillingand completion progress reports shall be submitted to this office on a
weekly basis.

AIIDrill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approvalto start during other hours is obtained tom the AO. However, DSTs may be
adowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilizedand if adequate lighting is available (i.e., lighting which is adequate
for visibilityand vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL)willbe run from the production casing shoe to the top of the
cement and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) willbe submitted not later than 30 days
after completion of the wellor after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries,sample description, and all other surveys
or data obtained and compiled during the drilling,workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings,fluids, and/or gases) will
be submitted when requested by the AO.

6. Notificationsof Operations

No location willbe constructed or moved, no well willbe plugged, and no drillingor
workover equipment willbe removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of
the AO willbe obtained and notificationgiven before resumption of
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Well No.: Ute Tribal 33-11-D3

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents,or any other unusual
occurrences shall be promptly reported in accordance with the requirements -of

NTL-3A

or it erp

m nt rig is contemplated for completion operations,a "Sundry Notice"
(Form 3160-5) to that effect willbe filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on whichproductionis commencedor resumed willbe construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility,such as a test tank, and for which.a run ticket is required to be
generated or, the date on which gas is first measured throughpermanent metering
facilities, whichever first occurs.

Should the well be successfully completed for peduction, the AO will be notified when
the well is placed in a producing status. Such notificationwillbe sent by telegram or
other written communication, not later than five (5) days following the date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-in the well until the gas can be captured or approvalto continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-

4 shall be submitted to the appropriateDistrict Office withinthirty(30) days of
installation or first production, whichever occurs first. Allsite security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. Allproduct lines
entering and leaving hydrocarbon storage tanks willbe effectivelysealed in
accordance with 43 CFR
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Well No.: Ute Tribal 33-11-D3

No well abandonment operations willbe commenced without the prior approvalof the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approvalwillbe obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, willbe filed with the AO within thirty(30) days following completion of the well
for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

7. Other Information

Allloading lines willbe placed inside the berm surrounding the tank battery.

Alloff-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities willbe installed on the well location. The oil
and gas meters willbe calibrated in place prior to any deliveries and tested for meter
accuracy at least quarterly thereafter. The AO will be provided with a date and time for
the initial meter calibration and all future meter proving schedules. A copy of the meter
calibration reports willbe submittedto the Vernal DistrictOffice. All meter
measurement facilities will conform with Onshore Oil & Gas Order No. 4 for liquid
hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLMjurisdictionwillconform to 43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/or workover program without
prior approval from the AO. Safe drillingand operating practices must be observed.
Allwells, whether drilling,producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) willbe filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhereon a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notifythe authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or
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If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civilpenalty of up to $10,000per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approval period.

In the event after-hoursapprovalsare necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPTEXPLORATION AND PRODUCTION WASTES

While the followingwastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transportingor containingnonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportationpipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous



COAs Page 8 of 8
Well No.: Ute Tribal 33-11-D3

SURFACE USE PROGRAM
Conditions of Approval (COAs)

The Bureau of Indian Affairs Site Specific Environmental Analysis states that.

"The area is owned by a private individuals. Petroglyph willcomply with the private
landowner's request on all mitigative measures."

(Elmer R. Moon and Arwella P. Moon)---Welipadand the access road to reach the access to
the 33-10 D3 well proposed project.

Noxious weeds willbe controlledon the well site and rights-of-way. Ifnoxious weeds spread
from the project area onto adjoining land, the company will also be responsible for their
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STATE OF UTAH

DIVISION OF OIL, GAS AND MINING
DRILLING INSPECTION FORM

OPERATOR: PETROGLYPH OPERATING CO COMPANY REP: CHUCK WHITE

WELL NAME UTE TRIBAL #33-11D3 API NO 43-013-31957

QTR/QTR: NE/SW SECTION: 33 TWP: 4S RANGE: 3W

CONTRACTOR: UNION DRILLING COMPANY RIG NUMBER: #16

INSPECTOR: DENNIS L INGRAM TIME:12:45 P.M. DATE: 11/10/97

ŠPUD DATE: DRY: 11/7/97 ROTARY: 11/7/97 PROJECTED T.D.: 6522'

OPERATIONS AT TIME OF VISIT: DRILLING AHEAD AT 3156' WITH AIR

AND FOAM.

WELL SIGN: N MUD WEIGHT 8.3+ LBS/GAL BOPE: Y

BLOOIE LINE: Y FLARE PIT: N H2S POTENTIAL: N

ENVIRONMENTAL:

RESERVE PIT: Y FENCED: Y LINED: Y PLASTIC: Y

RUBBER: BENTONITE: SANITATION: (2)

B

8

OTESST RECMORDED IDN T E0 SDAILYA

UMUL

TOK YES,

REMARKS:

(LAST HOLE WAS UT #33-10D3W, T.D. ON 11/6/97 @ 6526 AND RAN

148 JTS OF 15.5# LT&C TO 6512'). APD IS DISPLAYED IN DOGHOUSE.

NO OIL ON RESERVE PIT YET. OPERATOR SET 10 JTS OF 8 5/8" 24#

ST&C J-55 AT 457 FEET. SURVEYS SHOW 1 ½ DEGREES @ 2592';

1 1/4 DEGREES AT 2095'; ¼ DEGREES AT 1100'; AND 1/4 DEGREES

AT 528
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATI

Name of Company: PETROGLYPH OPERATING

Well Name: UTE TRIBAL 33-11-D3

Api No. 43-013-31957

Section: 33 Township: 4S Range: 3W County: DUCHESNE

Drilling Contractor:

Rig #

SPUDDED:

Date: 11/7/97

Time:

How: DRY HOLE

Drilling will commence:

Reported by:

Telephone NO.:

Date: 11/10/97 Signed:



141] 10. GASANDMINING
OPEltATOR (I

OPERATORACCT.NO.
ENTITYACTIOHFORH- TORN6

ADDRESS (
ownpå UTß¥0'aG

ACT10N .CURNEHT NEW API MUNDER WELLNAHE
WFit DCATTDi SPUD EFFECTIVE

CODE ENTITYHO. ENTITYNO.

40 SC, TP RG COUNTY OATE DATEgÿÿ {ppo 1] Ol3-3FØl/ ~'kägÛ35-D9 ÒS «sí 33 ¡S SU Ouchesnejoæ ça
ELL 1 CliMMENTS:

199W/2270Wa3des lAOTAbd 33 job3 m 45 a ickne jo/a
ett 2 cortettss:

A ggqqgr7e Cl3m-MS9 35--//03 10 33 95 / ocksne « qq
WELL3 CunHENfS:

Sn

WELL4 COPHENTS:

WELL5 C0ltEH15:

ACTIONCD0fS (See instructions on back of form)A - Establish new entity for new well (single well onl )ß - Md new well to existing entity (group or unit wel )
Ignature

C - h-assign wen from one existing entity to another existing entity
D - b-assign well from one existing entity to a new entity

c -

E - uthor (explain in connents section)
-

itle
. Date

HOTE: Use COMMEffrsection to explain why each Action tode was selected-
Phone No. ( ical '~o



12 08:39 FAX 435 722 9145 PETROGLYPH-UÏ'AH 001/002

e g
P.O. Box 607

Roosevelt, UT 84066
Phone' (435)722-2531

Fax: (435)722-9145

PETROGLYPH

This facsimile contains privilegedand confidentialinfomiation intended only for theuse of the individualor entitynamed below. If
the reader of the facsimile is not the Intended recipient or lhe employee or agent responsible for delivering it to the intended
recipient, you are hereby on noticethatyou are in possession of confidentialand privilegedinfornation, Any dissemination,
distributionor copying of thisfacsimlleis strictlyprohibited. Ifyou have receivedthisfacsimileInerror, please immediatelynotify
the sender by telephone(collect)and retum theoriginaltothesender at the aboveaddress via theU.S. Postal Service.

Company: Company: Petroglyph

Fax: Pages: (Including cover)

Phone: nate: f () - /2 -7
___

ne: $3-//d 3 Com/hypy cc:

O Urgent O For Review O Please Comment O Please Complete

e



10/12/99 08:39 FAX 435 722 9145 PETROGLYPH-UTAH 002/002

e e
rean3re4 SUBMITINDUPUCATE Fonn appromi.
(µevember1983) (.Tecuhr mmmonomm DudgnMr===Nu. 1004-0137

<-ramo UNITEDSTATES menesie <eyns us==si,19m

DEPARTMENTOF THE lbfTERIOR
BUREAU OF lAND MANAGEMENT 3. LEASE DESIGNATION ANDSERIALNO.

14-20-HS2.4736
6. If [NDIAN.ALUITEE OR TIußE NAME

WELL COMPLETIONOR RECOMPLETIONREPORTANDLOG• Ute inclianTribe

1.n. TYPEOfWELL: OilWell Onwall Ok 7 INTAGRB£MENTNAW

b, TYPEOFCOMPLETION: 8. FARMORLEASENAME

Now Well Womom Dmm Plug,Back DMU (N

2. NAME OF OPERATOR 9. WELLNO,
PETROGLYPH OPERATING COMPANY,INC. UteTani>1103

3. ADDRESSOFOPERATOR 10. FIELDAND POOLOR W1LDCAT
P.O. BOX ti07, ROOSEVELT, UT 84064 (435) 7224531 Antaiepecreek

4 I,OCATION OF WELL (Reportlacerton cieurfyand in accordance with any State requirements)= I \. SEC., T., R., NLORlyt.OCK AND

At suface 1980' FSL 1980' FWL SURVEY ORAREA
Se•c GT4.$-R3W

At top prod. intervalreportedbelow 33
(14. PERMITNo. DATSISSUED 12. CoumyorParish 13. Swe

At total depik 6$22' RTD 43-004 (957 10/21/97 Due.hesne Utah

15, DATE SPUDDED 11/719T 16, DATET.D. REACHEt 11/14/97 17.DATECOMPI.HTED (neag ropr«L) 18. ELEVATIONS(DF, RKB, RT, OR, f(C.)* 19. E .V. CASINGHEAD

.
12/22ts7 5877 .,

5863'

20. TUTAL DEF11LMD&TVD 21. PLUG BACKT.D, MD $$TVD 22. tiàÌlFLà ccMPL, sai MANY· 23. WEERVALS ROTARY TOOL$ ÖÁŠfH TÒOÊÌ
6522 0465' PSTD DRRI.LED BY

24. PRODUCING INTERVAL(S)OFTHISCOMPI,EHON --TOP, BOITOM. NAME(MDANDTVD)' '15 WAS DIREC110NAL SURVEY MADE

Green River (same as perforationrecord below)

26. TYPE EL TRIC AND OTHERLOGS RUN ÀSWF1A,CORED

CompensatedNeutmn Utho Densitywl Garriva Ray, AIT

28. CiBINGRECORD(lyponail.urmesserinweu;

CASING 5128 WEIGHTLB./FT, DEPTH SET (MD) HOLE $12E CBMENTINGRECORD AMOUNT PULLED
5tr 2A 464' 12=U4" 250 se. Class G neal

5-1/.7 15.6 GSif 7-7/8•• 100 szs Highall
340 am Thlmtmpic

29.
. _

LINER RECORD 30. lŠÑO RËCORD

SIZE TOF SOTTOM(MD) SACKSCBMENP SCREEN(MD) SIEE DEFŒSED(MD) PACKER$$f(MD)
2-7/8* 6698

3L PERFORATIONRECORD(IM¢rval, see andmanheF) 32. ACID,SHOT, FRAcrufüi, CthiENrsqüßE28, ETC,
CONFIDENTIAL DEFŒ INTERVA1.(MD) AMOUNTANDIGNUOF MATERIAL.USßD

D7.21 5572•SF (40 holen) 6672-42 18000 gal Befagel, 83000# 16/30 pop
C4 4842-48' (24 holes) 484246 10229001g, 51400# 1Ë/30prop
BS 44944508' (40 h¢1es) 44084908' 11000gal Boragel, 280000 1 (30 piop

23. PRODUCTION
ATE FIRUT PRODUCTION PRODUCTION METHOD (Flowng gar Irft pumping-sizeand type afpronp) WELLSTATUS (Proclucink or 3/rut-in)

1/1/99 2-112" x 1-3/4" x1& 40 ringPA RHACpump
DATEOPTEST HOURS TEEIED CliOKS$12E PROUN FOR, OIL- BBL GAB - MCF. WATER - BOL GAS-OIL RAT10

1/91 8 24 TEST PERIOD 22 25 43

FI,OW. TUnrNO PRESS. . CA$lNG PRESSURECAI£UIATED Ott - BOL GAS· MCF. WATER- BBL . OILGRAVTTY. API (CORR.)

1150 24 HR. RATE ,
34. DISPOSITFONOP GAS (Tord aredfør fuel,ventret ere.) TEltTWITNESS$O BY

Daún Sektrelner
35, UST OP ATTACHMENTE

36. I herebyetatify that the ing,and anachedinfommition igenmplete mud concet ardenermined fromall available ocorda

signed Â.$//14l Tide OpezadensCoordinator are

* (see Instmetions and Spaces for Additional Data on Reverse Alde)

Tide IS US.C. Sectios 1001, makesit a crine foranyperson knowinglyer willfully to unke to any depatment er agencyof theUnitedStatesimy úss, fictitious or haudulentmater±hen
or reprmantationsas to anymatar enthisits



O O
RECEIVED

STATE OF UTAH MAR25 6 FORM 9
SA TNEOFoOF A

AS G DN.0FOlL,GAS M ES I SER UMBER:

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:Do not use thisform for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals Use APPLICATIONFOR PERMITTO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:OIL WELL GAS WELL OTHER

2. NAMEOF OPERATOR: 9. I NUMBE

3. AD O M

CITY STATE ZiP

10. RELD ANDPO OR WILDCAT:

4. LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY:

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ti. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENTFORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work willstad CASINGREPAIR NEW CONSTRUCTION EMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION(START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMM1NGLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER:$~6~ØS
O CONVERTWELLTYPE RECOMPLETE - DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

NAME(PLE SE PRIN TITLE

SIGNATURE '
DATE

(This space for State use only)
LáLA O

Utah Division of
Oil, Gas and Minino yederalApprovalOfThis

(5/2000)
ÛRÌ

ÀCÍÍ00IS Necessary
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